Komptech CRAMBO 6000 MOBILE SLOW-SPEED SHREDDER

Caracteristicas generales

Marca
Subcategoria

Ano de construccion

Komptech

Astilladora

2019

Lectura del contador de horas 3631

Color

Condicién
Condicidn general
Combustible
Referencia

ceMarking

Caracteristicas

Peso vacio
Longitud

Ancho

Numero de serie

Contenido del cilindro

Verde
Usado
Muy bien
Diesel
469132

Si

26.700kg
685cm
286cm
469132

18.100cc



Komptech CRAMBO 6000 MOBILE SLOW-SPEED SHREDDER

Especificaciones técnicas

Traccion tracking
Activos 600hp
Descripcion

MOBILE SLOW-SPEED SHREDDER KOMPTECH CRAMBO 6000 General Information: Model Year: 2019 Machine Type: Mobile
Slow-Speed Shredder Application: Wood and green waste recycling Expected Throughput: Up to 120 tons/hour Transport
dimensions, cm (L/W/H) 685/286/340 Machine Weight: 26700 kg Number total working hours 3631 Powertrain: Engine Make/
Model: Caterpillar C18 Engine Power: 447 kW (607 HP) Certifications: EPA Tier 4 Final / EU Stage V compliance Fuel Type: Diesel
Hydraulic System Power/Flow: 200 L/min at 350 bar Rotor and Cutting System: Rotor Diameter: 1,200 mm Number of Knives/
Blades: 40 swinging knives Knives/Blades Type: Swinging, replaceable Rotor Speed Range: 0-20 rpm Rotor Drive Method:
Hydraulic drive Feeding and Discharge: Max Feed Opening Width: 1300 mm Feed System Type: Hydraulic-driven feed roller with
adjustable pressure Discharge System: Adjustable curtain with optional screens Screen Size Options: 20 mm, 50 mm, 100 mm
mesh sizes Discharge Height: Approximately 2.5 meters at default setting Hydraulic and Control Systems: Hydraulic System
Details: Variable flow control for rotor and feed roller Control System Type: Electronic with digital display and automated settings
Monitoring & Diagnostics: Remote monitoring via CAN bus interface, fault diagnostics displayed on screen
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